NOTES

CONTRACTOR SHALL COORCINATE ALL WORK N THE EXISTING CONTROL YOWER WITH THE FAA
AIRWAYS FACILITIES REPRESENTATIVES AND THE RESIDENT ENGINEER, CONTRACTOR SHALL GWE A
MINIMUM OF 2 DAYS NOTICE PRIOR TO BEGINNING WORK IN THE £XISTING TOWER,

CONTRACTOR SHALL REMOVE EXISTING CONTROL WIRING FROM CONDUIT AFTER PROPOSED FIBER
OPTIC CABLES AND ALCS HAVE BEEN INSTALLED AND OPERATIONAL.

CONTRACTOR SHALL PULL PROPOSED FIBER OPTIC CABLES THROUGH EXISTING CABLE CHASE

CONTRACTOR SHALL REMOVE EXISTING CONYROL CABLES IN YOWER FOR EXISTING AIRFIELD LICRTING
CONTROLS ONCE NEW AIRFIELD LIGHTING CONTROL SYSTEM IN JOWER IS COMPLETELY OPERATIONAL.
CONTRACTOR SHALL ROUTE PROPOSED FIBER OPTIC CABLES IN EXISTING CABLE CHASE.

CONTRACTOR SHALL REMOVE EXISTING CONTROL CABLES AND FLEXIBLE CONDUIT FROM TOWER CAB
AFFER ALCMS HAS BEEN INSTALLED AND OPERATIONAL. CONTRACTOR SRHALL RUN PROPOSED FIBER
OPFTIC CABLES IN 2-2" FLEXIBLE CONDUITS ALONG ROUTE OF EXISTING CONTROL CABLES.

CONTRACTOR SHALL REMOVE EXISTING CONTROL CONSOLE AND INSTALL PROPOSED COUNTER TOP
AND FLUSH MOUNTED TOUCHSCREEN N ITS PLACE, CONTRAGTOR SHALL MAKE NECESSARY
MODIFICATIONS TO E£XISTING CABINET WORK TO PROVIDE A COMPLETE AND OPERATIONAL SYSTEM TO
THE SATISFACTION Of THE ENGINEER AND TOWER CHIEF. PROPOSED COUNTER TOP SHALL 8E
g\l;sgggsgl%)'gsgoNSDLE OF SIZE AND FINISH TO MATCH THE EXISTING COUNTER OR AS OIRECTED

PROVIDE UPS AND RECERTACLE FOR TOUCHSCREEN MONITCR IN THE TOWER CAB,

ﬁLéMl;ROPOSiiD WORK W EXISTING TOWER SHALL BE INCLUDED IN THE UNIT BID PRICE FOR L~880
X 3

PROPOSED ALCMS RACK SHALL BE SUPPLIED WITH WHEELS. NEW CONTROL SYSTEM SHALL BE

OPERATIONAL AND TESTED PRIOR TQ THE REMOVAL OF EXISTING PLC CABINET. PROVIDE SUFFICIENT
CABLE SLACK REQUIRED FOR ALGMS RACK TO 8E OPERATIONAL,

EXIST. CABLE
TRAY WiTH
PROP. 2 FIBER
OPTIC DATA
CABLES,

EXIST. CABLE CHASE

3

nE]

(— PROPOSED ALLMS DATA RACK CABINET
EXACT LOCATION SHALL BE RIELD VERIFIED -~ SEE NOTE 8,

PROPOSED CONTROL CABLES YO

ALCMS TOUCHSCREEN

IN TOWER CAB, EXACT ROUTING

SRAL BE FIELD VERIFIED, (SEE NOTE #1}

T
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EXiSY. CABLE CHASE

FIBER OPTIC CABLE
N 1" GRSC FROM
EXIST. CABLE TRAY
YO PROPUSED ALCMS
RACK.

Vil

-

PROPOSED 1-12 STRAND {1

PROPOSED ALCMS TOUCHSCREEN
IN TOWER CAB (SEE NOTE #1)

EXISTING FACSIMLE PANEL IN TOWER
/ CAB TO BE REMOVED — SEE NOTE &
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EXIST. GABLE TRAY. CONTRACTOR SHALL 280"
RUN PROPOSED FIBER OPTIC D. (TYP,)
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RACK. EXIST. CABLE CHASE
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EXIST. CABLE
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//"PROPOSED =12 SYRAND FIBER
OPTC CABLE IN 1° GRSC
TO CABLE TRAY IN CABLE
CHASE. EXACT ROUTING
SHALL BE COORDINATED
WITH ENGINEER,

PROPOSED 1-~12 STRAND FIBER

OPTC CABLE IN EXISTING
/l__\J_/ INCOMING 4—-WAY DUCT
BANK. SEE SITE PLAN
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AIRFIELD LIGHTING CONTROL AND MONITORING SYSTEM (ALCMS)
AIR TRAFFIC CONTROL TOWER
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